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Bowerbird X9 [ T %X9
FERMUAE specitcaton:

i AHLE: AC220V 47-63Hz, PF:>0.95, SE# Voltage input: AC220V 47-63Hz, PF:>0.95,
DC2avig A Could customized DC24V

FE I E: 30W ( 23Wa220V #HH ) Rated Power:30W ( 23W@220V Full on )

STEE: 41Im/W, 9% *3W RGB, 700mALz], Luminaire Efficiency: 411m/W,9PCS 3W RGB 700mA
H9207 AR

Driving,920Lumens
KB E: RCBARELED §TMEMM, WAREN | £p color: R=625nm, G=525nm, B=450nm,
FHEE450nm, TEHNEOXLRNESER

mFE . R=625nm,G=525nm,B=450nmEFREE
R LIRAEFESDC<0.005

offer multi-Color mixing, SDC<0.005.

Field Angle(10%): standard 30 ° ( 10800Cd on axis ) .

S5 (10% ) f: AE30° | 10800CAHEMHE | , 8° . 8% 15“1\ 45% [ 61*19° [ 75%10° | 120*10° Etc optional.

15° . 45° _ B1*19° . 75%10° . 120%10° &qik Control signal:Meet E1.11 — 2004 USITT DMX512-A, could also
E4ES, HAWH/T32—2008 DMX512- Ak, 55 be Constant Voltage PWM Dimming, public positive Cable 3 circuits.
ST EPWMIEFE ( CV PWM | A Dimming Curve: 32 bit linear diming, PWM>1500Hz, fliker free

RO 2B DMXIS %), #rfE6ilis, o hamiEs Housing material: ADC12 Diecast, Matte black, customized

EH . 32(uFEE 4N, PWMs1500Hz, {B{&Z 4|y othercolorand barndoor.

ShEEME. ADCI2MEHSE, HAERKMTARE, e Safty: Class Ill, 3C*Tmm2 VDE cable for power,

Hiihgnfe, o SRR shield cable for signal, both daisy chain.
ZMER. BERIEK, BAWAI TmMm2EEHEL Operate temperature:-20~+45°C, Light
(VDE,CCC), 52 AR, s board peak temperature 30°C

TIERE: -20~+45C, #HFBERKESREFHI0C Cerficated:Product pass CE, Rohs Etc.Flame
TMEZ£S: /& iEIECE, Rohs% Bt S 4RIP66 Rating V-1, Protect Rated |P86,
BEIKGE2mMmEE R TR S NEEE Weight: 1KG, with 2mm thick double bracket.
R=t:103%181%207mm Size: 103*181%207mm

FRER Fawes:
LRSI, HERIRT, REARTS, BRNAAANDED

MEHAEE, E1000RBFE e, EMEXHEtak

REXHEISS, BRiERZE<0.005 BRE—BHNXEMRE,

BMTHEEZESRIOER, XFHOWHACEH, AHAESRRPIE,
ERGEFLEDRRITRIY, DMXESRAE, EHREKER, 200X RELEDE TR EAMNXA
RMDIMO-DIMAEF AN dh 2k, DIMAH FEE K A Seddh £ 25018

EFESE, ANSESSE, BRAABERANTES

Patent apearance design,original from Bowerbird, share beauty of the nature.

Small body but big wisdom,almost 1000 colorful Lumens output, various light distribution.
Good color mixing,SDC<0.005,stable Color among all fixtures.

Whole lamp body fully used as heat sink, support heatsink 30W at 30°C rise, with NTC

LED display could show DMX signal situation, 2minutes no operation no display

6 dimming curve including Dim4 theatre standard strict smooth dimming

With waterproof air vent to balance pressure, getrid of mosuisture on glass innerface.
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Diameter 50% 0.62 1.24
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