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FERANE speatications

W NEBE: AC 100-240V 47-63Hz,PF:>0.7 Power input:AC 100-240VAC,47-63 Hz, Output:48V DC,Power
4 B DC48V, 150008 FF 3 88 4 i F ép Factor>0.7. Rated Power: 60W, Typical Consumption 45.6W/220V
FEE: 60W ( #EIThFE45.6W@220V 50Hz ) Light Source: 12 PCS of 5W CREE XP-E2 or XPG LED Drive current
TEHE, >0.9¥ITEXHEE>92.1Im/W. for each Chip: 1000mA

REMIE: FHEERFESDC<0.005 Total Light Output 4200Lumens, Luminaire Efficiency 92.11m/W
FBTE: 128" 5W Cree XP-E25IXPGE HLED, Beam Angles(50%) Optional: Standard first 4.5° (Peak Intensity.
1000mALEE), 42000 3% §52050Cd),second 120%10°

HMEE. 5000, 4000K; G500KE MR, LED Color: 3000. 4000K. 5500K Optional

e dUIIERE & Rezdd) Rore0 Color rendering Index:Ra>30,R8>50

FH (50% ) F: 4RME1A4.5° ( 652050Cdih k38, G i e
100Mab63Lux ) ATHE2:120% 1 ORE I B B3 Color ml)slng index:Standard deviation of Chromaticity SDC'<U.005
BHIEE. MAWH/T32—2008 DMX512—AfF i, 326 Control signal:Meet E1.11 - 2004 USITT DMX512-A. 32 bit Arm MCU.

HEEARMMAMCU Control:Master/Slave,Dim 4 smooth in low DMX Value dimming, no
Fo st g A/ AT, DimdE S BAIth &R, |  visionshockPWM frequency:>1500Hz flicker free,Flash Rate
DMX{E BN ER TIN, TR HPEH Endurance Full Load:>12Hz Full load/void load flash

PWM#i% . >1500Hz, E{&F4MIA Housing material: Die cast aluminum,Protection Rate IP65

R A R 1 28R E 8 thaE 4 A Housing color:Standard Matte Black, could customized Pumkin
AR BERERETHERNLNMPEIHKAE  color(PANTONE 150U).

3%, HERFIPST TR ERERREL, Cooling Method:Neutral Heasink, Thermal protection; NTC overheat
LMER. BRIF, HA3*2.6mm2 RERIELVDE.  protection balance at light board 80°C

CCC),B5 V-1, BiipIPE6 Connectors and Cables:|P67 Male/Female for fixed application IP65
iR BScEdR, HEH, FIRESE, SSREBERSE Blue/Yellaw connetor without cables for rental

SPESHREHEADCI2HE, FRETXRE, TEH  Safty: Class I, 3C 2.5mm2 VDE cable, Flame Rating V-1, Protect Rated |P66.

/M E(PANTONE 150U) Accessories: Barndoor,Hook, Safty Cable, Signal Extesion Cable, Power
IRETE. 180CHELIRIEE, HiK15000/\HEF % Extesion Cable. Soldering technology: 180°CReflow Soldering, makesure
BESEHRFH. THRE: -20~+55C, BERES 15000 hours Longevity for SMPS and mainboard

MEEB0TC, WENTCRE. Size: L*W*H=270%166*284mm

= RS L*W¥H=270*166*284mm Weight: 5.2 Kg, with double yoke.

FE: 52Ky, EWEFEE. NERF: FRBHCE,  pperating temperature: —20°C — +56°C

Rohs, BJF#IICAC, UL60950,ULB750% Cerficated:Product pass CE, Rohs, SMPS pass CQC or UL60950, ULB750.

PR Featwess
ERMiGTH, AMMEREE, BEHEBARE, AN BBETESHRRNRGER, ERAMBEREHIRFTH
ZRAN LN EER. LEDERDMXESERSE, AEER, 204 B ELEDE =B 88 XM

Cree XP-E2mXPGEANLEDN R, 4200iK 8%, AR Y., JTHE—IL—BREZLMESEALREIOW

RS (50%3RE ) fRE4.5, TERHMAE, MEY B FBEHE,

100Miks B BE63Lux, THTRIHBESRE, WE%, dEfNBFEEEAN, TRRTEMERLERUR,

M EDIim4dh &8 M0-100%, WHIAE1500Hz, HBEAK. ABRERNIE, SLEDITHEEARN, SERELEDNGH hE
HEBESE, WHASETH, BETAPERAREES .. BEFRENEFDMXESRIEES, BHLERR.

Patent new lamp body,Amitaion of pumkin design, apears nature and sincere.

Touch LED display,no easy broken buttons, notaffect any more by Sun UV.LED display show DMX situation,2minutes no
operation no display.Cree XP-E2 or XPG LED,4200Lumens Output, could replace any 75 watt traditional Metal Halide 1 by 1
Beam Angle standard 4.5° ,could choose other angle, and also barndoor.

Could wash high building by 63Lux at 100M on axis, also offer perfect light beam with fog machine.

Could make 2 mixing color to offer variable CCT.Dim 4 Square law dimming for 0-100%, video flicker free

NTC temperature control system inside, MCU reduce the power output when LED working temperature is too high;

With waterproof air valve to balance pressure, getrid of mosuisture on glass innerface.

LED Display board shows DMX signal,make installation and testing easier.
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® Punch Beam offering by 652050Cd on axis
® Pumpkin Looking baby in PANTONE 150U Color




